
O.S. SYSTEMS, INCORPORATED 
 

ULPRO (FRONT ENTRY  DIVING DRYSUIT SHELL) 
 

 
• Materials: Tough, military specification high tenacity, 210 denier High Count nylon, 210HC.  High Count nylon 

contains more threads woven into each square inch of fabric.  The resulting fabric has a very tightly packed weave for 

extraordinary abrasion and puncture resistance, yet still light in weight. 
 

• Waterproof Coating:  The 210HC nylon is coated with Litec polyurethane on the inside to protect it from the 

scratches and punctures that occur on the outside of the fabric.  The high molecular density Litec polyurethane has 

extremely good waterproofing and internal abrasion resistance qualities which allow OS SYSTEMS to reduce the bulk 

and weight of the polyurethane application.  The resulting 210 HCLW fabric is extremely strong and durable, with 

substantially less weight. 
 
• Testing: Each drysuit is individually tested under pressure and under water. 
 

• Warranty: Two year limited warranty.  See Warranty Page. 
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ULPRO FRONT ENTRY 
DULT(FE) - 3 

 

• Colors: Top - Royal, Yellow or 

Black; Pants – Black. 
 

• Horizontal Front Entry, Cordura 

Zipper Cover, and suspenders. 
 

• Cordura Butt/Extended 

Wraparound Knee Pads for 

protection, strength and improved 

slip control. 
 

• Crotch gusset/built in arm gusset. 
 

• Longlife Latex commercial grade 

rubber neck/wrist seals (min. 

thickness - .030") and DV-Boots. 

Seals and DV-Boots are easily 

replaced.  See 
"www.ossystems.com/repair/repr.htm". 
 

• Bellows Thigh Pocket. 
 

• Equipped with the SI TECH 

automatic valve system (PRO Swivel 

Inlet/Low Profile Exhaust), a Low 

Pressure Hose, and a Zipease stick. 
 

• Made in the USA. 
 

• Sizes: XS-XXL, Talls & Shorts, 

Athletic Women's Plus, & Customs. 
 

• All Options available 


